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SPOTLIGHT: IP Panel Phones

GET TO KNOW US

Vandal Resistant VoIP Panel Phones
Includes Auto Dialer and Relay Control
The K-1900-6-IP and K-1900-7-IP VoIP Panel Phones can be
programmed to auto-dial a phone number each time the
handset is lifted. If the call is not answered, the phone will dial
up to 4 additional phone numbers. The K-1900-6-IP and
K-1900-7-IP phones are designed to provide quick and
reliable communication for SIP VoIP phone systems with PoE.
The unit can be programmed from any PC on the same LAN
or remotely using a Static IP Address.
•
•
•
•
•
•
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Built-in adjustable ringer
SIP compliant and PoE powered (class 1<4 Watts)
Built-in 2 Amp relay contacts
Auto-dials up to 5 programmed phone numbers,
cycles through numbers on busy or no answer
Mounts on a standard double-gang electrical box
Optional VE-5x10 Surface Mount Box available
Optional Enhanced Weather Protection (EWP)
Wide temperature range: -40°F to 140°F

Model
K-1900-6-IP
(DOD 363)

Model
K-1900-7-IP
(DOD 363)

VoIP Panel Phone with Built-In Entry System
Includes Keypad, Auto Dialer, and Relay Control
The K-1900-8-IP VoIP panel phone can either auto-dial a phone number
each time the handset is lifted, be used as a multi-number auto-dialer, or
be used as a standard manual dial phone. The phone is designed to provide
quick and reliable communication for SIP VoIP phone systems with PoE.
The K-1900-8-IP can be programmed from any PC on the same LAN or
remotely using a Static IP Address. The K-1900-8-IP phone can dial up to
250 programmable numbers and another 250 rollover numbers.

Model
K-1900-8-IP
(DOD 361)

• 2 sets of relay contacts
• Built-in adjustable ringer
• Optional Enhanced Weather
Protection (EWP)

•
•
•
•
•
•
•
•
•

SIP compliant and PoE powered (class 2 <6.5 Watts)
Speed dials up to 250 numbers, each with rollover
Store up to 1000 keyless entry codes
Event logging with time and date stamp
26 bit Wiegand input for proximity card readers
Zinc plated steel rough-in box included
Optional VE-5x10 Surface Mount Box available
Hearing aid compatible amplified handset
Wide temperature range: -40°F to 140°F

TECH

PRODUCT PROFILES
Pedestal Options for Your
Viking Panel Phone
Model
VE-GNP-2

TIPS

Side view
of custom
K-1900-7

Help Stop Vandalism on
Your Viking Panel Phone

Height: 72.0”
(182.9 cm)

If you’re installing a Viking panel phone
in an area with a history of vandalism,
you should consider ordering a custom
panel phone with our 18” heavy duty
armored handset cable and an internal
stainless steel lanyard.

Steel
Lanyard
Clamp

The built in lanyard tethers the handset
to a steel clamp on the panel phone,
making it a much stronger armored
cable. The panel phone looks the same
as a standard model, except for a
shorter handset cable length.
Model
VE-GNP
Height: 42.0”
(106.7 cm)

This special handset cable can be
ordered on most Viking panel phones.
For more information on custom panel
phones, call: 715-386-8861

18.0” (45.72 cm)
Handset Cord with
Internal Lanyard

The VE-GNP gooseneck pedestals are designed to be used with any of the VE-Series Surface Mount
Boxes (opposite page) and are ideal for drive up communications. The VE-GNP model is a standard
42” gooseneck pedestal, and the VE-GNP-2 can mount two Viking products at different heights.
Mounting a Viking panel phone in a surface mount box to the top gooseneck makes it easy for tall
vehicles (like semi trucks) to communicate. Mounting a standard Viking call box to the lower gooseneck is great for communication from a car.
For more information on Viking Gooseneck Pedestals, see DOD 424.

TRIVIA QUESTION
On July 20th, 1969 the Apollo Lunar Module
landed the first two people on the moon.
What were their names?
Everyone who calls, emails, or faxes in the correct anwer by
February 28, 2019 will be entered into a drawing for a prize.

January Trivia:
What famous festival was held in August of 1969 in White Lake, New York?
Answer: Woodstock
Congratulations to CRIS WILKINSON from TeleDynamics!

PRODUCT PROFILES (Continued)
Vandal and Weather Resistant Surface Mount Boxes
The VE-5x10 Surface Mount Box adds
vandal and weather resistance, as well as
versatility to Viking’s flush mount panel
phones.
The VE-5x10 is available in fine texture
black powder painted steel or marine
grade 316 stainless steel. It is designed
to be surface mounted to a single or
double gang box, a wall, or a Viking
gooseneck pedestal.
Model VE-5x10-NR is the same great box
as the original, but without the rainguard.
Ideal for surface mounting indoors!
Available in both black powder painted
steel or marine grade 316 stainless steel.

Model
VE-5x10

Model
VE-5x10-SS

Model
VE-5x10-NR

Model
VE-5x10-NR-SS

For more information on Viking Surface Mount Boxes, see DOD 424.

Weather Protection for Viking Panel Phones
The VE-9x20 enclosures provide the ultimate in weather protection!
The enclosures are constructed of cast aluminum and are made for years
of outdoor service. The heavy-duty aluminum doors are labeled
"Telephone" and have a gasket seal to keep out even the harshest weather.
The VE-9x20 is available in three high visibility
colors: safety yellow with red lettering,
emergency red with silver lettering, or black with
silver lettering.
For more info on Viking Enclosures, see DOD 413.

Model
VE-9x20Y

Model
VE-9x20R

Model
VE-9x20B
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WHAT’S
INSIDE?
• Check out Viking’s
IP panel phones
• Learn how to
surface mount and
protect your panel
phone
• TRIVIA!
• Find out who is
dressed up as the
Viking King

